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Profi le Smart 305
Round Front Plus 
1.28/0.8 gpf (4.8/3 l) Water Saving Dual Flush High Effi ciency Toilet (HET) 

Two Piece Ultra Low Flush (ULF) Vitreous China Washdown Toilet
with Integrated Sink



Caroma International Pty Ltd.  ABN 90 35 053 413 157

Profi le Smart 305  
Round Front Plus
1.28/0.8 gpf (4.8/3 l)
Dual Flush HET

Two Piece Ultra Low Flush (ULF) 
Vitreous China Washdown Toilet
with Integral Sink

A modern concept close coupled washdown 1.28/0.8 gpf (4.8/3 l) Profi le Smart 305 dual fl ush 
high effi ciency toilet (HET) featuring a screw down fi tted sink with unique two button activation providing 
substantial water savings compared to other HET or standard toilets and smooth rounded contours for easy 
cleaning. The closet bowl has been designed with a 12” (305mm) outlet rough-in. The Profi le tank with sink 
is an integrated system comprising of tank with high performance outlet valve and fi tted with low profi le 
push buttons. An innovative dual-fl ush push button and faucet combination that saves water by allowing 
the same water to be used for two purposes. Fresh water is fi rst used for hand washing and then fl ows into 
the tank to ultimately fl ush the toilet. 

Closet Bowl: 305 Round Front Plus 1.28/0.8 gpf (4.8/3 l) full fl ush washdown closet bowl with 
boxed fl ushing rim.

Outlet: Floor mounted 305 outlet connection.
Tanks: Profi le Smart Tank – with a screw down integrated sink. Suitable for domestic and 

light commercial applications.
Weight: 96 lbs (44 kg).
Water Control 
Valve:

Standard Bottom Entry Tank – available as left hand inlet and incorporates a super 
quiet water control assembly. Internal overfl ow only.

Fixing: The tank is fi xed directly to the closet bowl with a robust base fi xing system without the 
need for wall fi xing.

Seats: The following Caroma seats are recommended: Detachable Code No.301032,
Colors: White only.
Dimensions: All dimensions are in inches and millimetres and are subject to normal manufacturing vari-

ations. Caroma pursues a policy of continuing improvement in design and performance of 
its products. The right is therefore reserved to vary specifi cations without notice.

260 Inlet 
or overflow

15
" (

38
0m

m
)

35
7 /8

" (
91

1m
m

) a
pp

ro
x.

42
1 /4

" (
10

73
m

m
) a

pp
ro

x.

27
3 /4

" (
70

5m
m

) a
pp

ro
x.

15 " (383mm)

141/4" (360mm)

12" (305mm)Center Line of Outlet6"
(152mm)

16
1 /2

" (
42

0m
m

) a
pp

ro
x.

Bolt Fixing Centre

9"
 (2

30
m

m
)

1" (25mm) approx.

51/2"
(140mm)

14
1 /

2"
 (3

70
m

m
)

Bo
tt

om
 in

le
t 

22
7 /8

" (
58

0m
m

)

24
3 /4

" (
63

0m
m

)

95/8" (245mm)

 (3 /
8"

) 9
m

m
 N

.P.
S 

su
pp

ly
 1

0"
 (2

55
m

m
)

Inlet 21/4" (55mm)

Profi le Smart 305: Code No.

Tank LH inlet 840420

Bowl 609151A
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Note: All height dimensions to underside of 
closet bowl, make allowance for bedding.

Closet bowl fi xing: The closet bowl should 
be bedded with an approved silicon caulking.


